;\; ROUTE No. SECTION CouNTY oratet SHEET SHEET NO. 2/
o STATE OF ILLINOIS FAP |21-VBR| o F o
& j-on Yo |zims.n| STEPHENSON uz 75 32 sHEeTs
ks DEPARTMENT OF TRANSPORTATION 3 PRS2 )
Contract #64015
2 Notes:
S I 7h" All cast iron parts shall be gray iron conforming to the
3 = —~-»§ ~~~~~~~~~~~ R requirements of AASHTO W 105, Class 358.
> h B i g Bolts, anchor studs, washers and nuts shall conform to the
) , requirements of ASTM A 307 and shall be galvanized according
& 24 Ry it requirements of A
8 fo AASHTO M 232.
A g A ‘ / ‘ 1 Downspouts located on the exterior side of a painted steel
t A R . o fascia beam shall be painted with the finish coat specified for
3 I —t < ‘;4L the exterior side of the fascia beam.
\\ L' R typ o J As an alternate, bolts, anchor studs, washers and nuts may be
7 N ‘i — stainless steel according fo Article 1006.29(d) of the Standard
) N E\% Specifications.
. . - '&J‘“J I IR N “5° Draff N ?\ Slructural steel weldments of equal sections and of the same
Drill and tap _scupper for 4 - = - / N4 configuration may be substituted for the cast iron scupper
[ inless steel hex M 5° Draft L Nyge Draft - o m , P
Lo stainless s7eel nexagon Lo iU Lra 5 frame. Fillet or full penetfration welds shall be used for the
head bolts with lock washers L] . g weldments. Detalls shall be submifted to the Engineer for
<J l_i;‘ approval. Structural steel weldments shall not be substituted
\ ‘ ) 5 for the cast iron scupper grate. Structural steel frames and
D/'////({ﬁd lap "9’ 13x74" DP. VANE GRATE DETAIL BOLT HOLE DETAIL downspouts shall be galvanized according to AASHTO MIll.
for 2" 9 Anchor Studs The Contractor shall take appropriate measures to assure that
PLAN 4 locations Protective Coat is not applied to the scupper.
gl Cost of the Grate, Frame, Downspout, Anchor Studs, Bolts,
< g Washers and Nuts including complete installation of the scupper
S o - shall be paid for at the contract unit price each for Drainage
N 174y . | e ; Scupper, DS-1I.
Alternate Tiberglass downspout conforming to ASTM D 2996
17 m o CJ/ " . N ) .
-4 18 74 with a short-time rupture strength hoop tensile stress of
’ . - - 30,000 psi min. may be used in lieu of the cast iron or steel
-2 1 %" 7 % L 8% 0D equivalent.
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S - I b7 ﬁ ‘ ANCHOR STUD DETAIL
8 7, W | N s , / TR S
% 4 y N\ Drill and tap 5"-13x" DP,
< / Z for L' ¢ boits. (4 locations)
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5 SECTION A-A
= See sheet  of  For scupper ~
‘ location relative fo pataper SECTION B-B DOWNSPOUT DRAINAGE SCUPPER, Ds- 11
I US 20 OVER ILLINOIS CENTRAL RAILROAD
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